
RYNKEFOD

Maskinindstillinger:  
Indstil trådspændingen, som du ville 
gøre til almindelig overlocksyning. 
(2-nåls, 4-tråds overlock)

RYNKEFOD
 
Brug dette tilbehør til ærmekupler, kanter, 
bærestykker, rynkning af blonder eller flæser. 
 
Montering af Rynkefoden:

1. Placer trykfoden så stiften på 
trykfoden ligger lige under rillen 
i trykfodsfæstet.   

2. Sænk trykfodsfæstet for at låse 
trykfoden fast.

3. Hæv trykfodsløfteren for at sikre dig at 
trykfoden er korrekt monteret. 

For at fjerne Rynkefoden:

1. Hæv nålene og trykfoden. 

2. Tryk på grebet, som er placeret bag på 
trykfodsfæstet. Trykfoden vil falde ned. 

 
Trådspænding: Ca. 3 
Stinglængde vælger: 3 - 4
Drejeknap til differentialtransport: 
1.5 - 2.25 
Overkniv: Brug 
Trykfod: Rynke  
Stingtunge:    S    
Greb til nederste gribers forspænding: *STD. 
Udskiftelig trådguide :* 3/4 tråde.

* Gælder kun for   
maskiner med 
denne funktion

RYNKE 
TILBEHØR

Maskinindstillinger:  
Indstil maskinen til almindelig 2-nåls, 4-tråds 
overlock. (Se maskinens instruktions bog.)

RYNKETILBEHØR
 
Brug dette tilbehør til at rynke stof 
i én enkel operation, f.eks. når du laver 
madraskapper eller andre dekorative 
emner. Den færdige søm er pæn og har et 
professionelt udseende.
 
Montering af rynketilbehøret:

1. Åbn sidedækslet. 

2. Løsn monteringsskruen. Drej 
rynketilbehørets arm mod dig. Sæt 
monteringspladen på monteringsskruen 
og skub den til venstre, så langt den 
kan komme. Stram monteringsskruen. 

3. Hæv transporten til den højeste 
position ved at dreje håndhjulet mod 
dig selv. 

4. Løsn fingerskruen. Drej armen og 
sæt den på transportøren. Stram 
fingerskruen. 

Bemærk: Når rynketilbehøret er fastgjort 
til maskinen, kan griberdækslet ikke 
åbnes. Fjern tilbehøret for at åbne 
griberdækslet.

GATHERING ATTACHMENT
for

OverLock Machines

Part No. 202-036-007              Made in Taiwan

Please separate
before recycling.

Attaching plate

Thumbscrew

Arm
Notch

Open the side cover.
Loosen the attaching screw. Rotate the arm of the gathering attachment 
toward you. Put the attaching plate on the attaching screw and slide it 
to the left as far as it will go. Tighten the attaching screw.
Raise the feed dog to the highest position by turning the handwheel 
toward you.
Loosen the thumbscrew. Rotate the arm and set it on the feed dog. 
Tighten the thumbscrew.

To attach the gathering attachment :

For your safety, turn off the power switch before changing any 
attachments.
Machine setting :
Set the machine for ordinary 2-needle 4-thread serging.
(Refer to the machine instruction book.)

Thread tensions

NOTE : When the gathering attachment is attached to the machine, 
the looper cover cannot be opened. To open the looper cover, remove 
the attachment.

Sewing :
Place 2 pieces of fabric right sides together.
The bottom piece of fabric will be gathered, 
so cut the bottom fabric twice as long as　
the upper fabric. Test sew on a scrap piece 
of the fabric that you wish to use. (Amount 
of gather will differ depending on type of 
fabric and differential feed ratio.)

Gathering attachment
Use this accessory to gather 
fabric in one easy operation,
for example when making 
valance sheets and other 
decorative items. The finished 
seam is neat and 
professional-looking.

1.
2.

3.

4.

Set the differential feed dial to 1 and rotate the arm out. Place the 
fabric under the presser foot and sew 2 or 3 stitches (without 
inserting the arm between the fabrics).
Turn the handwheel until the needle pierces the fabrics. Raise the 
presser foot.
Set the differential feed dial to the desired number (e.g. 2.0) and 
insert the arm between the fabrics. Lower the presser foot and sew 
again. 
Sew while guiding the two pieces of 
fabric with your hands.

1.

2.

3.

4.

The notches on the arm act as a scale.*

NOTE : If you want to sew the rest of the 
seam without gathering, stop sewing 
and lower the needle into the fabric by 
turning the handwheel. Rotate the arm 
toward you. Set the differential feed dial 
to 1 and continue sewing.

Side cover

Attaching screw

Attaching plate

Thumbscrew

Right side
of fabric

Arm

Notch

Instructions for use on inside of this card

Stitch length : 3 - 4
Differential feed dial : 1.5 - 2.25
Presser foot : Standard
Upper knife : Activated
Needle plate setting knob : S

Upper looper Lower looperRight needleLeft needle

3 333

Blister Pack : Gathering Attachment

表面

a0202-2010-r08-05m

裏面

GATHERING ATTACHMENT
for

OverLock Machines

Part No. 202-036-007              Made in Taiwan

Please separate
before recycling.

Attaching plate

Thumbscrew

Arm
Notch

Open the side cover.
Loosen the attaching screw. Rotate the arm of the gathering attachment 
toward you. Put the attaching plate on the attaching screw and slide it 
to the left as far as it will go. Tighten the attaching screw.
Raise the feed dog to the highest position by turning the handwheel 
toward you.
Loosen the thumbscrew. Rotate the arm and set it on the feed dog. 
Tighten the thumbscrew.

To attach the gathering attachment :

For your safety, turn off the power switch before changing any 
attachments.
Machine setting :
Set the machine for ordinary 2-needle 4-thread serging.
(Refer to the machine instruction book.)

Thread tensions

NOTE : When the gathering attachment is attached to the machine, 
the looper cover cannot be opened. To open the looper cover, remove 
the attachment.

Sewing :
Place 2 pieces of fabric right sides together.
The bottom piece of fabric will be gathered, 
so cut the bottom fabric twice as long as　
the upper fabric. Test sew on a scrap piece 
of the fabric that you wish to use. (Amount 
of gather will differ depending on type of 
fabric and differential feed ratio.)

Gathering attachment
Use this accessory to gather 
fabric in one easy operation,
for example when making 
valance sheets and other 
decorative items. The finished 
seam is neat and 
professional-looking.

1.
2.

3.

4.

Set the differential feed dial to 1 and rotate the arm out. Place the 
fabric under the presser foot and sew 2 or 3 stitches (without 
inserting the arm between the fabrics).
Turn the handwheel until the needle pierces the fabrics. Raise the 
presser foot.
Set the differential feed dial to the desired number (e.g. 2.0) and 
insert the arm between the fabrics. Lower the presser foot and sew 
again. 
Sew while guiding the two pieces of 
fabric with your hands.

1.

2.

3.

4.

The notches on the arm act as a scale.*

NOTE : If you want to sew the rest of the 
seam without gathering, stop sewing 
and lower the needle into the fabric by 
turning the handwheel. Rotate the arm 
toward you. Set the differential feed dial 
to 1 and continue sewing.

Side cover

Attaching screw

Attaching plate

Thumbscrew

Right side
of fabric

Arm

Notch

Instructions for use on inside of this card

Stitch length : 3 - 4
Differential feed dial : 1.5 - 2.25
Presser foot : Standard
Upper knife : Activated
Needle plate setting knob : S

Upper looper Lower looperRight needleLeft needle

3 333

Blister Pack : Gathering Attachment

表面

a0202-2010-r08-05m

裏面

Syning: 
Placer to stykker stof ret mod ret. 
Det nederste stofstykke vil blive rynket, så 
klip det nederste stykke dobbelt så langt 
som det øverste. Testsy på en stofrest af 
det stof, du ønsker at bruge. (Mængden 
af rynk vil variere afhængig af stoftype og 
indstillingen af differentialtransporten.)

1. Indstil differentialen til 1 og drej 
armen ud. Placer stoffet under 
trykfoden og sy 2 eller 3 sting (uden at 
indsætte armen mellem stofferne). 

2. Drej håndhjulet indtil  
nålen er nede i stofstykkerne. 
Hæv trykfoden. 

GATHERING ATTACHMENT
for

OverLock Machines

Part No. 202-036-007              Made in Taiwan

Please separate
before recycling.

Attaching plate

Thumbscrew

Arm
Notch

Open the side cover.
Loosen the attaching screw. Rotate the arm of the gathering attachment 
toward you. Put the attaching plate on the attaching screw and slide it 
to the left as far as it will go. Tighten the attaching screw.
Raise the feed dog to the highest position by turning the handwheel 
toward you.
Loosen the thumbscrew. Rotate the arm and set it on the feed dog. 
Tighten the thumbscrew.

To attach the gathering attachment :

For your safety, turn off the power switch before changing any 
attachments.
Machine setting :
Set the machine for ordinary 2-needle 4-thread serging.
(Refer to the machine instruction book.)

Thread tensions

NOTE : When the gathering attachment is attached to the machine, 
the looper cover cannot be opened. To open the looper cover, remove 
the attachment.

Sewing :
Place 2 pieces of fabric right sides together.
The bottom piece of fabric will be gathered, 
so cut the bottom fabric twice as long as　
the upper fabric. Test sew on a scrap piece 
of the fabric that you wish to use. (Amount 
of gather will differ depending on type of 
fabric and differential feed ratio.)

Gathering attachment
Use this accessory to gather 
fabric in one easy operation,
for example when making 
valance sheets and other 
decorative items. The finished 
seam is neat and 
professional-looking.

1.
2.

3.

4.

Set the differential feed dial to 1 and rotate the arm out. Place the 
fabric under the presser foot and sew 2 or 3 stitches (without 
inserting the arm between the fabrics).
Turn the handwheel until the needle pierces the fabrics. Raise the 
presser foot.
Set the differential feed dial to the desired number (e.g. 2.0) and 
insert the arm between the fabrics. Lower the presser foot and sew 
again. 
Sew while guiding the two pieces of 
fabric with your hands.

1.

2.

3.

4.

The notches on the arm act as a scale.*

NOTE : If you want to sew the rest of the 
seam without gathering, stop sewing 
and lower the needle into the fabric by 
turning the handwheel. Rotate the arm 
toward you. Set the differential feed dial 
to 1 and continue sewing.

Side cover

Attaching screw

Attaching plate

Thumbscrew

Right side
of fabric

Arm

Notch

Instructions for use on inside of this card

Stitch length : 3 - 4
Differential feed dial : 1.5 - 2.25
Presser foot : Standard
Upper knife : Activated
Needle plate setting knob : S

Upper looper Lower looperRight needleLeft needle

3 333

Blister Pack : Gathering Attachment

表面

a0202-2010-r08-05m

裏面

3. Indstil differentialen til det  
ønskede nummer (f.eks. 2.0) og 
indsæt armen mellem stofferne. 
Sænk trykfoden og sy igen. 

4. Sy mens du styrer de to stykker 
stof med dine hænder.

Bemærk: Hvis du vil sy resten af sømmen 
uden at rynke, skal du stoppe med at sy 
og sænke nålene ned i stoffet ved at dreje 
håndhjulet. Drej armen mod dig. Indstil 
differentialen til 1 og fortsæt syningen.* 
Hakkene på armen fungerer som en skala.

 
Stinglængde: 3 - 4
Drejeknap til differentialtransport: 1.5 - 2.25 
Trykfod: Standard 
Overkniv: Aktiveret 
Indstilling af stingplade: S

Venstre nål Højre nål Overgriber Undergriber

3 3 3 3

Trådspænding:

USYNLIG 
OPLÆGNING

Maskinindstillinger:  
Indstil maskinen til almindelig 1-nåls, 
3-tråds overlock (med højre nål). 
(Se maskinens instruktions bog.)

USYNLIG OPLÆGNING
 
At sy en usynlig oplægning i bukser, 
nederdele eller andre emner er gjort 
meget lettere med denne fod. De rå kanter 
overkastes samtidigt med at oplægningen 
sys, og det sikrer en hurtig finish. 
 
Syning:

1. Udskift trykfoden med foden til 
usynlig oplægning. 

2. Fold sømmen op og pres kanten. 
Fold sømmen ned til den højre side af 
stoffet. 
 
 
 
 
 
 
 
 
 

Part No. 202-040-004       Made in Taiwan

BLIND STITCH FOOT
for

OverLock Machines

Please separate
before recycling.

Sew the hem making sure the needle 
catches the edge of the hem.

For your safety, turn off the power switch 
before changing any attachments.

Machine setting :
Set the machine for ordinary 1-needle 
3-thread serging (using the right needle).
(Refer to the machine instruction book.)

Sewing :

5.

Blind stitch foot
The task of making a 
blind hem for pants, 
skirts or other items 
is made much easier 
with this foot. It 
secures raw edges 
and creates a hem in 
one operation 
ensuring a speedy 
finish to the job.

Turn the adjusting screw until the needle 
catches only the very edge of the fold.

4.

Open the hem and press.6.
Position the fabric (wrong side up) so the 
folded edge is to the left side of the cloth 
guide.

3.

Replace the foot with the blind stitch foot.
Fold up the hem allowance and press. Fold 
down the hem to the right side of the 
fabric.

1.
2.

Instructions for use on inside of this card

Adjusting screw

Right needle

Fold

(Finished)

Wrong side
of fabric

Right side
of fabric

Wrong side
of fabric

Cloth guide

Adjusting screw

Cloth guide

The needle catches only
the very edge of the fold.

Stitch length : 3 - 4
Differential feed dial : 1.0
Upper knife : Activated
Needle plate setting knob : S

Thread tensions
Upper looper Lower looperRight needleLeft needle

3 33–

表面

裏面

a0202-2010-r08-08m



Part No. 202-040-004       Made in Taiwan

BLIND STITCH FOOT
for

OverLock Machines

Please separate
before recycling.

Sew the hem making sure the needle 
catches the edge of the hem.

For your safety, turn off the power switch 
before changing any attachments.

Machine setting :
Set the machine for ordinary 1-needle 
3-thread serging (using the right needle).
(Refer to the machine instruction book.)

Sewing :

5.

Blind stitch foot
The task of making a 
blind hem for pants, 
skirts or other items 
is made much easier 
with this foot. It 
secures raw edges 
and creates a hem in 
one operation 
ensuring a speedy 
finish to the job.

Turn the adjusting screw until the needle 
catches only the very edge of the fold.

4.

Open the hem and press.6.
Position the fabric (wrong side up) so the 
folded edge is to the left side of the cloth 
guide.

3.

Replace the foot with the blind stitch foot.
Fold up the hem allowance and press. Fold 
down the hem to the right side of the 
fabric.

1.
2.

Instructions for use on inside of this card

Adjusting screw

Right needle

Fold

(Finished)

Wrong side
of fabric

Right side
of fabric

Wrong side
of fabric

Cloth guide

Adjusting screw

Cloth guide

The needle catches only
the very edge of the fold.

Stitch length : 3 - 4
Differential feed dial : 1.0
Upper knife : Activated
Needle plate setting knob : S

Thread tensions
Upper looper Lower looperRight needleLeft needle

3 33–

表面

裏面

a0202-2010-r08-08m

Part No. 202-040-004       Made in Taiwan

BLIND STITCH FOOT
for

OverLock Machines

Please separate
before recycling.

Sew the hem making sure the needle 
catches the edge of the hem.

For your safety, turn off the power switch 
before changing any attachments.

Machine setting :
Set the machine for ordinary 1-needle 
3-thread serging (using the right needle).
(Refer to the machine instruction book.)

Sewing :

5.

Blind stitch foot
The task of making a 
blind hem for pants, 
skirts or other items 
is made much easier 
with this foot. It 
secures raw edges 
and creates a hem in 
one operation 
ensuring a speedy 
finish to the job.

Turn the adjusting screw until the needle 
catches only the very edge of the fold.

4.

Open the hem and press.6.
Position the fabric (wrong side up) so the 
folded edge is to the left side of the cloth 
guide.

3.

Replace the foot with the blind stitch foot.
Fold up the hem allowance and press. Fold 
down the hem to the right side of the 
fabric.

1.
2.

Instructions for use on inside of this card

Adjusting screw

Right needle

Fold

(Finished)

Wrong side
of fabric

Right side
of fabric

Wrong side
of fabric

Cloth guide

Adjusting screw

Cloth guide

The needle catches only
the very edge of the fold.

Stitch length : 3 - 4
Differential feed dial : 1.0
Upper knife : Activated
Needle plate setting knob : S

Thread tensions
Upper looper Lower looperRight needleLeft needle

3 33–

表面

裏面

a0202-2010-r08-08m

Part No. 202-040-004       Made in Taiwan

BLIND STITCH FOOT
for

OverLock Machines

Please separate
before recycling.

Sew the hem making sure the needle 
catches the edge of the hem.

For your safety, turn off the power switch 
before changing any attachments.

Machine setting :
Set the machine for ordinary 1-needle 
3-thread serging (using the right needle).
(Refer to the machine instruction book.)

Sewing :

5.

Blind stitch foot
The task of making a 
blind hem for pants, 
skirts or other items 
is made much easier 
with this foot. It 
secures raw edges 
and creates a hem in 
one operation 
ensuring a speedy 
finish to the job.

Turn the adjusting screw until the needle 
catches only the very edge of the fold.

4.

Open the hem and press.6.
Position the fabric (wrong side up) so the 
folded edge is to the left side of the cloth 
guide.

3.

Replace the foot with the blind stitch foot.
Fold up the hem allowance and press. Fold 
down the hem to the right side of the 
fabric.

1.
2.

Instructions for use on inside of this card

Adjusting screw

Right needle

Fold

(Finished)

Wrong side
of fabric

Right side
of fabric

Wrong side
of fabric

Cloth guide

Adjusting screw

Cloth guide

The needle catches only
the very edge of the fold.

Stitch length : 3 - 4
Differential feed dial : 1.0
Upper knife : Activated
Needle plate setting knob : S

Thread tensions
Upper looper Lower looperRight needleLeft needle

3 33–

表面

裏面

a0202-2010-r08-08m

Stof guide

Stof guide

3. Placer stoffet (vrangsiden op) så 
den foldede kant er til venstre for 
stofguiden. 

4. Drej 
justeringsskruen, 
indtil nålen kun 
fanger kanten 
af folden. 

5. Sy sømmen og sørg 

Justerings

for at nålen kun fanger kanten af 
oplægningen. 

6. Åbn sømmen og pres. 

Part No. 202-040-004       Made in Taiwan

BLIND STITCH FOOT
for

OverLock Machines

Please separate
before recycling.

Sew the hem making sure the needle 
catches the edge of the hem.

For your safety, turn off the power switch 
before changing any attachments.

Machine setting :
Set the machine for ordinary 1-needle 
3-thread serging (using the right needle).
(Refer to the machine instruction book.)

Sewing :

5.

Blind stitch foot
The task of making a 
blind hem for pants, 
skirts or other items 
is made much easier 
with this foot. It 
secures raw edges 
and creates a hem in 
one operation 
ensuring a speedy 
finish to the job.

Turn the adjusting screw until the needle 
catches only the very edge of the fold.

4.

Open the hem and press.6.
Position the fabric (wrong side up) so the 
folded edge is to the left side of the cloth 
guide.

3.

Replace the foot with the blind stitch foot.
Fold up the hem allowance and press. Fold 
down the hem to the right side of the 
fabric.

1.
2.

Instructions for use on inside of this card

Adjusting screw

Right needle

Fold

(Finished)

Wrong side
of fabric

Right side
of fabric

Wrong side
of fabric

Cloth guide

Adjusting screw

Cloth guide

The needle catches only
the very edge of the fold.

Stitch length : 3 - 4
Differential feed dial : 1.0
Upper knife : Activated
Needle plate setting knob : S

Thread tensions
Upper looper Lower looperRight needleLeft needle

3 33–

表面

裏面

a0202-2010-r08-08m
 
Stinglængde: 3 - 4
Drejeknap til differentialtransport: 1.0 
Overkniv: Aktiveret 
Indstilling af stingplade: S

Venstre nål Højre nål Overgriber Undergriber

- 3 3 3

Trådspænding:

ELASTIK 
TILBEHØR

Maskinindstillinger:  
Indstil maskinen til almindelig 2-nåls, 4-tråds 
overlock. (Se maskinens instruktions bog.)

ELASTIKTILBEHØR
 
Brug dette tilbehør til påsyning af smal 
elastik til lingeri, strik eller vævet stof. 
Holdepladen sikrer, at elastikken er i den 
korrekte position, mens justeringer på 
fingerskruerne ændrer mængden af rynk 
passende til dit behov. 
 
Indstilling af elastiktilbehør til elastikbånd:
Du kan bruge elastik på 3,5 - 8 mm bredde.  

1. Åbn sidedækslet og løsn 
monteringsskruen. 

2. Sæt monteringspladen på 
monteringsskruen. (Match linjen 
på tilbehørspladen til linjen på 
stingpladen.) 

3. Stram monteringsskruen. 

4. Læg elastikbåndet på tilbehørspladen. 
(Match højre kant af elastikken til linjen 
på tilbehørspladen.) 
Træk omkring 5 cm tape bagud. 

ELASTIC GATHERING
ATTACHMENT

for
OverLock Machines

Part No. 202-037-008              Made in Taiwan

Please separate
before recycling.

Holding plate

Attaching plate

Slide plate
Slot

Clasp Thumbscrew

Open the side cover and loosen the 
attaching screw.
Put the attaching plate on the 
attaching screw. (Match the line on 
the supporting plate to the line on 
the needle plate.)
Tighten the attaching screw.

For your safety, turn off the power switch before changing any 
attachments.
Machine setting :
Set the machine for ordinary 2-needle 4-thread serging.
(Refer to the machine instruction book.)

Thread tensions

To set elastic gathering attachment and elastic tape :
You can use elastic tape of 3.5 – 8 mm width.

Sewing :

1.

2.

3.

Place the fabric under the elastic tape and place them under the 
presser foot.
Sew the fabric and the elastic tape together. For best results, adjust 
the amount of gather by turning the thumbscrew.
- clockwise to increase gather
- counterclockwise to decrease gather

1.

2.

Put the elastic tape on the 
supporting plate. (Match the right 
edge of the tape to the line on 
the supporting plate.)
Pull about 5 cm of tape.
Close the holding plate and 
secure the end with the clasp.
Adjust the slide plate according 
to the width of elastic tape.
Make sure the tape is not cut by 
the upper knife.
Close the side cover.

4.

5.

6.

NOTE : When the elastic gathering attachment is attached to the 
machine, the looper cover cannot be opened. To open the looper cover, 
remove the attachment.

Stitch length : 4
Differential feed dial : 1.0
Upper knife : Activated
Needle plate setting knob : S

Upper looper Lower looperRight needleLeft needle

3 333

Holding plate

Attaching plate

Thumbscrew
Supporting plate

Supporting
plate

Slide plate

5cm

Clasp

Clasp

Slot

Looper cover

Line on the
needle plate

Line on the
supporting plate

Attaching screw

Elastic tape

Thumbscrew

Elastic gathering attachment
Use this accessory for 
attaching narrow elastic tape 
to lingerie, knit or woven 
fabrics. The holding plate 
ensures that the tape is in the 
correct position, while thumb 
screw adjustments alter the 
amount of gather to suit your 
requirements.

Instructions for use on inside of this card

Blister Pack : Elastic Gathering Attachment

表面

裏面

a0202-2010-r08-06m

ELASTIC GATHERING
ATTACHMENT

for
OverLock Machines

Part No. 202-037-008              Made in Taiwan

Please separate
before recycling.

Holding plate

Attaching plate

Slide plate
Slot

Clasp Thumbscrew

Open the side cover and loosen the 
attaching screw.
Put the attaching plate on the 
attaching screw. (Match the line on 
the supporting plate to the line on 
the needle plate.)
Tighten the attaching screw.

For your safety, turn off the power switch before changing any 
attachments.
Machine setting :
Set the machine for ordinary 2-needle 4-thread serging.
(Refer to the machine instruction book.)

Thread tensions

To set elastic gathering attachment and elastic tape :
You can use elastic tape of 3.5 – 8 mm width.

Sewing :

1.

2.

3.

Place the fabric under the elastic tape and place them under the 
presser foot.
Sew the fabric and the elastic tape together. For best results, adjust 
the amount of gather by turning the thumbscrew.
- clockwise to increase gather
- counterclockwise to decrease gather

1.

2.

Put the elastic tape on the 
supporting plate. (Match the right 
edge of the tape to the line on 
the supporting plate.)
Pull about 5 cm of tape.
Close the holding plate and 
secure the end with the clasp.
Adjust the slide plate according 
to the width of elastic tape.
Make sure the tape is not cut by 
the upper knife.
Close the side cover.

4.

5.

6.

NOTE : When the elastic gathering attachment is attached to the 
machine, the looper cover cannot be opened. To open the looper cover, 
remove the attachment.

Stitch length : 4
Differential feed dial : 1.0
Upper knife : Activated
Needle plate setting knob : S

Upper looper Lower looperRight needleLeft needle

3 333

Holding plate

Attaching plate

Thumbscrew
Supporting plate

Supporting
plate

Slide plate

5cm

Clasp

Clasp

Slot

Looper cover

Line on the
needle plate

Line on the
supporting plate

Attaching screw

Elastic tape

Thumbscrew

Elastic gathering attachment
Use this accessory for 
attaching narrow elastic tape 
to lingerie, knit or woven 
fabrics. The holding plate 
ensures that the tape is in the 
correct position, while thumb 
screw adjustments alter the 
amount of gather to suit your 
requirements.

Instructions for use on inside of this card

Blister Pack : Elastic Gathering Attachment

表面

裏面

a0202-2010-r08-06m

ELASTIC GATHERING
ATTACHMENT

for
OverLock Machines

Part No. 202-037-008              Made in Taiwan

Please separate
before recycling.

Holding plate

Attaching plate

Slide plate
Slot

Clasp Thumbscrew

Open the side cover and loosen the 
attaching screw.
Put the attaching plate on the 
attaching screw. (Match the line on 
the supporting plate to the line on 
the needle plate.)
Tighten the attaching screw.

For your safety, turn off the power switch before changing any 
attachments.
Machine setting :
Set the machine for ordinary 2-needle 4-thread serging.
(Refer to the machine instruction book.)

Thread tensions

To set elastic gathering attachment and elastic tape :
You can use elastic tape of 3.5 – 8 mm width.

Sewing :

1.

2.

3.

Place the fabric under the elastic tape and place them under the 
presser foot.
Sew the fabric and the elastic tape together. For best results, adjust 
the amount of gather by turning the thumbscrew.
- clockwise to increase gather
- counterclockwise to decrease gather

1.

2.

Put the elastic tape on the 
supporting plate. (Match the right 
edge of the tape to the line on 
the supporting plate.)
Pull about 5 cm of tape.
Close the holding plate and 
secure the end with the clasp.
Adjust the slide plate according 
to the width of elastic tape.
Make sure the tape is not cut by 
the upper knife.
Close the side cover.

4.

5.

6.

NOTE : When the elastic gathering attachment is attached to the 
machine, the looper cover cannot be opened. To open the looper cover, 
remove the attachment.

Stitch length : 4
Differential feed dial : 1.0
Upper knife : Activated
Needle plate setting knob : S

Upper looper Lower looperRight needleLeft needle
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Holding plate

Attaching plate

Thumbscrew
Supporting plate

Supporting
plate

Slide plate

5cm

Clasp

Clasp

Slot

Looper cover

Line on the
needle plate

Line on the
supporting plate

Attaching screw

Elastic tape

Thumbscrew

Elastic gathering attachment
Use this accessory for 
attaching narrow elastic tape 
to lingerie, knit or woven 
fabrics. The holding plate 
ensures that the tape is in the 
correct position, while thumb 
screw adjustments alter the 
amount of gather to suit your 
requirements.

Instructions for use on inside of this card

Blister Pack : Elastic Gathering Attachment

表面

裏面

a0202-2010-r08-06m

5. Luk holdepladen og fastgør enden med 
låsen. Juster glidepladen i henhold til 
bredden af elastikken. 

6. Sørg for at 
elastikken ikke 
skæres af 
overkniven. 
Luk 
sidedækslet.

ELASTIC GATHERING
ATTACHMENT

for
OverLock Machines

Part No. 202-037-008              Made in Taiwan

Please separate
before recycling.

Holding plate

Attaching plate

Slide plate
Slot

Clasp Thumbscrew

Open the side cover and loosen the 
attaching screw.
Put the attaching plate on the 
attaching screw. (Match the line on 
the supporting plate to the line on 
the needle plate.)
Tighten the attaching screw.

For your safety, turn off the power switch before changing any 
attachments.
Machine setting :
Set the machine for ordinary 2-needle 4-thread serging.
(Refer to the machine instruction book.)

Thread tensions

To set elastic gathering attachment and elastic tape :
You can use elastic tape of 3.5 – 8 mm width.

Sewing :

1.

2.

3.

Place the fabric under the elastic tape and place them under the 
presser foot.
Sew the fabric and the elastic tape together. For best results, adjust 
the amount of gather by turning the thumbscrew.
- clockwise to increase gather
- counterclockwise to decrease gather

1.

2.

Put the elastic tape on the 
supporting plate. (Match the right 
edge of the tape to the line on 
the supporting plate.)
Pull about 5 cm of tape.
Close the holding plate and 
secure the end with the clasp.
Adjust the slide plate according 
to the width of elastic tape.
Make sure the tape is not cut by 
the upper knife.
Close the side cover.

4.

5.

6.

NOTE : When the elastic gathering attachment is attached to the 
machine, the looper cover cannot be opened. To open the looper cover, 
remove the attachment.

Stitch length : 4
Differential feed dial : 1.0
Upper knife : Activated
Needle plate setting knob : S

Upper looper Lower looperRight needleLeft needle

3 333

Holding plate

Attaching plate

Thumbscrew
Supporting plate

Supporting
plate

Slide plate

5cm

Clasp

Clasp

Slot

Looper cover

Line on the
needle plate

Line on the
supporting plate

Attaching screw

Elastic tape

Thumbscrew

Elastic gathering attachment
Use this accessory for 
attaching narrow elastic tape 
to lingerie, knit or woven 
fabrics. The holding plate 
ensures that the tape is in the 
correct position, while thumb 
screw adjustments alter the 
amount of gather to suit your 
requirements.

Instructions for use on inside of this card

Blister Pack : Elastic Gathering Attachment

表面

裏面

a0202-2010-r08-06m

Bemærk: Når rynketilbehøret er fastgjort 
til maskinen, kan griberdækslet ikke åbnes. 
Fjern tilbehøret for at åbne griberdækslet.

 
Stinglængde: 4
Drejeknap til differentialtransport: 1.0 
Trykfod: Standard 
Overkniv: Aktiveret 
Indstilling af stingplade: S

Venstre nål Højre nål Overgriber Undergriber

3 3 3 3

Trådspænding:

Syning:

1. Placer stoffet under elastikbåndet og 
placer dem under trykfoden. 

2. Sy stoffet og elastikken sammen. For de 
bedste resultater, juster mængden af 
rynker ved at dreje fingerskruen. 
- med uret for at øge mængden 
- mod uret for at mindske mængden

STOF GUIDE

CLOTH GUIDE
for

OverLock Machines

Open the side cover.
Loosen the attaching screw. 
Slide the attaching plate on the 
attaching screw to the left as far 
as it will go. Tighten the 
attaching screw.
Loosen the adjusting screw and 
position the cloth guide level 
with surface of the needle plate. 
Tighten the adjusting screw.
Close the side cover.

For your safety, turn off the power switch before changing any 
attachments.

To attach the cloth guide :

NOTE : To open the looper cover when cloth guide is attached to the 
machine, move the slider to the left-most position.

To use the cloth guide :
Slide the cloth guide to the desired position for guiding the edge 
of fabric.

1.
2.

3.

4.

Without using the upper knife

Using the upper knife 

1.
Used to sew constant-width seams for flat lock serging with decorative 
thread, pintucking, etc.

2.
Used for guiding the fabric sewn with a constant cutting width.

Part No. 202-038-009              Made in Taiwan

Please separate
before recycling.

Side cover

Line on the
needle plate

Lines on the
cloth guide

Do not loosen
this screw

Attaching screw

Attaching plate

Adjusting screw

Cloth guide

Slider

Blister Pack : Cloth Guide
表面 裏面
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STOF GUIDE
 
For at montere stofguiden: 

1. Åbn sidedækslet. 

2. Løsn monteringsskruen. 
Sæt monteringspladen på 
monteringsskruen til venstre så 
langt den kan skubbes på. Stram 
monteringsskruen. 

3. Løsn justeringsskruen og placer 
stofguiden på samme niveau som 
stingpladen. Stram monteringsskruen. 

4. Luk sidedækslet.

For at anvende stofguiden: 
Skub stofguiden til den ønskede position at 
styre kanten efter.

1. Uden brug af overkniven. Bruges til 
at sy sømme i konstant bredde til 
flatlocksyning med dekorativ tråd, 
bieser, etc. 

2. Med brug af overkniven. Anvendes til at 
styre stof, der skal sys med en konstant 
skærebredde.

Bemærk:  
For at åbne 
griberdækslet, 
når stofguiden 
er fastgjort 
til maskinen, 
skal du flytte 
skyderen til 
positionen 
yderst til 
venstre.

www.pfaff.com

Indeholder dele fremstillet i Taiwan.
Designet af VSM Group AB i Sverige.

Distribueret af:
SVP Sewing Brands, LLC
1714 Heil Quaker Blvd.

LaVergne, TN 37086
USA

Af sikkerhedsmæssige 
årsager skal du slukke for 
afbryderen, før du ændrer 

på tilbehøret.

UTILITY FEET
KIT GUIDE
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